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About the Product

The Datgel Fence and Map Tool gINT Reports is a collection of gINT reports and library objects which
provide an extensive range of data presentation options, along with dynamically generated scales bars
and legends/keys. The Tool is based on two databases structures: DGD and AGS RTA.

There are 5 major components of the Tool:

Fence reports, with numerous output time user defined data presentation options
Dynamic fence post legend
Map reports

Dynamic map key

o~ 0D

Dynamic scale bars for both fence and map reports

You need to complete the installation procedure (see Installation on page 1 before you can use the
Fence and Map Tool.

Support

12 months support and maintenance is included with the license purchase. For technical support
please email support@datgel.com or call +61 2 8202 8600.

System Requirements

gINT

The product requires gINT 8.2.004 or higher to run. The tool comprises of Fence and Site Map reports
that require gINT Professional.

Hardware and Operating System

Same system requirements as gINT 8.2, see: http://www.gintsoftware.com/products_requirements.html.

Conventions and typography used in this guide

Note: Tips and additional Information to help you.

> Used to indicate a series of menu commands.
e.g. Select File > Open.

| Used to indicate a gINT Application Group, Application, Table Group or Table , e.g.
DATA DESIGN | Project Database

Bold Text Items you must select, command buttons, or items in a list.
e.g. Navigate to UTILITIES | Convert Projects (4lh tab).

Use to emphasize the importance of a point such as parameters.
e.g. Data Entry i Check Omit Must Save prompt when save is required

Italics Emphasis

CAPITALS Names of keys on the keyboard. for example, SHIFT, CTRL, or ALT.
KEY+KEY Key combinations, for example CTRL+P, or ALT+F4.
Fence and Map Tool gINT Reports Datgel
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Code Snippet

Code sample

File name  or path
Table_Name
Field_Name

Command line

Field Colours

Indicates a code snippet within a paragraph

Indicates a sample program codes inserted in user guide e.g.
public override string ToString ()

Used for formatting file name and paths e.g. di_lib.glb or
V:\ 10 gINT \ Datgel Install Files \

Database table name, e.g. POINT_TABLE

Database field name; e.g. PointID

Command line, presented exactly as it must be entered e.g.

cdir

Each of the fields in the project tables have been coloured to improve the data entry process as
indicated below in Table 1.

Table 11 Field Colours

Field Colour

Field Name and Explanation

Yellow

gINT Key Field i mandatory data entry

Pastel Purple

AGS Data i data associated with the AGS Data
Interchange Format

Pastel Green

Calculated Field i data is written to this fieldbyDa t g e
code

Data Entry Field i data should be entered into this field,

Pastel Beige or data in this field influences the calculation

Pastel Red Legacy Data Field i historic data entered here, is
typically from an old database

Pastel Blue Output Option T used to control how data displays on a

report

Pastel Orange

Remark or Metadata Field i additional data associated
with the primary information

Grey

Read-only
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1 Installation

1.1 Installation Overview

There are two parts to the installation process:

1 Choose database type
1 Merge gINT library objects

1.2 Package Contents

Your software purchase may have come with the following contents:

1 Application CD which normally has the following folders:
\ gINT Files
\ Documentation

1.3 Before Installation

A few basic preparations can help ensure an effortless installation.

1 Make sure that the computer where you plan to install the program meets the minimum
hardware and software requirements.

Note:l f youbre i n one of hehyoerglNTofiled hawe berrgsetsip alraady arid gon may t
proceed to Section 2.

In the trial version of the Fence and Map Tool, the library will be locked and you cannot merge any gINT
Library Objects into your Library file, or make changes to this Library file. In this case, you have to use the
locked library as-is.

Stepsl4andl5have already been completed by Datgel 6s devel

I f you donét have existing gl NT files then you may wi
Files provided on the DVD.

1.4 Choose and Implement a Project Database Structure
If you are already using a DGD or an AGS RTA type database then you do not need to modify your
project database structure, and should use the library corresponding to your current database structure.

If you are not already using a DGD or an AGS RTA type database and associated library then you will
have been supplied a standardised version of one of them when you purchased the Datgel Fence and
Map Tool. It is advised that you use the supplied standard database structure to create your future
project files, if you do not then the Datgel Fence and Map Tool will not work correctly.

1.5 Merge gINT Library Objects

If you have purchased the Fence and Map Tool gINT Reports, then you have full access to the library
objects, and you may proceed with the following steps to merge the gINT Library components into your
Library file.
1. Make a backup copy of your existing library file. By default this is located at:
C:\ Program Files  \ gINT\ libraries \

Fence and Map Tool gINT Reports i Datgel
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IMPORTANT: If you are not already using a DGD or an AGS RTA type database and associated
library then you will have been supplied a standardised version of one of them when you purchased

the Datgel Fence and Map Tool.

When you proceed to step 2 you must select the standardised DGD or AGS RTA type database
and associated library. If you do not, the Datgel Fence and Map tool will not work correctly.

2. Start gINT and open the library and project file you wish to use with Datgel Fence and Map

Tool gINT Reports.
The opened project and library files are displayed at the top of the gINT Window.

L_- UTILITIES - Lib Merge/Copy: c\gint lib n project files\client\client lib.glb
File Help

;;J‘

==

INPUT | OUTPUT | DATA DESIGN | REPORT DESIGN | SYMBOL DESIGN | DRAWINGS  UTILITIES |

Repair{Compact Databases Lib Merge/Copy | Print Object Lists } Convert Projects | Extract From ZIP ]

Figure 17 Current gINT Library File Location

3. Select UTILITIES | Lib Merge/Copy

L_- UTILITIES - Lib Merge/Copy: c\gint lib n project files\client\client lib.glb
File Help

;;J‘

=1 Fol &

INFUT 0UTPUT} DATA DESIGN} REPORT DESIGN] SYMBOL DESIGN} DRAWINGS UTILITIES l

Repair{Compact Databases Lib Merge/Copy | Print Object Lists | Convert Projects | Extract From ZIP ]

&=
Compare Libraries ® Merge From " Copy To
Source Library File J
Target Library File c:\gint lib n project files\client\client lib.glb
@ Select All (s Always Query
" Select Newer " Query on Overwrite
" Select Non-duplicated " Never Query
Avai Source Tables Tables to Merge/Copy
Execute Help

Figure 27 Library Merge/Copy

4. Check the bullet that reads Merge From.

5. Inthe Source Library File pane, browse the installation CD for file

Datgel FenceandMap Tool lib #. ##.glb where #.## isthe version number.

6. Check the bullet that reads Select All.
7. Check the bullet that reads Query On Overwrite.

Fence and Map Tool gINT Reports i

Datgel

User Guide 2 DFMT-UG-001 - 2.00- January 2010



8. Click |- button to move all tables from the Available Source Tables pane on the left to the
Tables to Merge/Copy pane on the right side.

Lib Merge/Copy

NTINUITY_TYPE
- TYPE

Figure 317 Merge gINT Library Objects

9. Click Execute. This process may take several minutes to complete.

Take care to read the overwrite dialog and click Yes if you wish to overwrite the file, ELSE click
No.

'BP" exists. Owerwrite?

Yes I Mo | Cancel |

This will merge in the reports, lookup lists, and other library objects which are related to the
Tool.

10. Click OK to finish the merge.

Merge/Copy completed
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2 Fences

2.1 Output

Fence Reports for range of page sizes and orientations have been set up, and they all operate the
same way.

Figure 47 Example Fence Report

2.2 User Report Variables

The user report variables can be used to define the details of the title block, the properties of the site
map and how the entities are displayed on the Fence Report. A list of the user report variables and an
explanation of how they are used is provided below in Table 2.

Table 27 Fence User Report Variables

Name Value Notes

Title Subsurface Section Report title

Drawn Enterper sonds initials/ name
Date Drawn Enter date

Checked Enterper sonds initial s/ name
Date Checked Enter date

Figure Number Enter text. I f 1l eft bl an
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